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SUCTION PYRAMID

The Suction Pyramid is the recommended suspension product for laminated sockets. Its one-way air 

expulsion valve is contained within a four-hole pyramid adapter and bolted onto the distal end of the 

socket. Available in either stainless steel or titanium, the Suction Pyramid can be purchased by itself 

or in a kit with a Laminated Socket Attachment Block.

Product Item #

Magnum Titanium Suction Pyramid (61 g) MHD-SP4

Pediatric Titanium Suction Pyramid Kit PPF-SP470

Pediatric Titanium Suction Pyramid (33 g) PPF-SP471

Suction Pyramid Kit - Stainless Steel 700-SP460

Suction Pyramid - Stainless Steel (100 g) 700-SP461

Suction Pyramid Kit - Titanium 700-SP470

Suction Pyramid - Titanium (64 g) 700-SP471

ITEM NUMBERS

ALPHA® SUCTION PRO

Easy to install, this suction component provides outstanding suction suspension in either thermoplas-

tic or laminated sockets. Besides including a maintenance-free air expulsion valve, the Alpha Suction 

Pro supplies additional cushioning at the distal end. This unit can be used on both transtibial and 

transfemoral prostheses. A one-time purchase of a reusable tooling kit is required.

Product Item #

Alpha Suction Pro 700-SP100

Alpha Suction Pro with Titanium Pyramid 700-SP101

Alpha Suction Pro Lamination Tooling Kit 700-SP110

Alpha Suction Pro Thermoplastic Tooling Kit 700-SP111

Alpha Suction Pro Valve Kit 700-SP300

ITEM NUMBERS

Available in Stainless Steel or Titanium.

The Alpha® Suction Pro supplies 
additional cushioning at the distal end.

L-CODE SUGGESTIONS L5647 or L5652

PATIENT WEIGHT LIMIT Pediatric Titanium: 132 lbs (60 kg)

  Magnum Titanium: 350 lb (160 kg) for U.S. Activity Levels 1-3

                               250 lb (115 kg) for U.S. Activity Level 4*

  Stainless Steel: 250 lbs (115 kg)

  Titanium: 250 lbs (115 kg)

WARRANTY One year from date of patient fitting

L-CODE SUGGESTIONS L5647 or L5652

WARRANTY One year from date of patient fitting


